TTS Manual EN IMPORTANT NOTICE

This manual is intended primarily for use by professional bicycle
mechanics. Users who are not professionally trained for bicycle assembly
should not attempt to install the components

If any part of the information on the manual is unclear to you, do not
proceed with the installation. Instead, contact your place of purchase or a
local bicycle dealer for their assistance.

Make sure to read all instruction manuals included with the product.

Allmanuals can be viewed on our website http://ingrid.bike

MAINTENANCE

This productis not guaranteed against natural wear and deterioration from
normal use and aging.
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1! PERIODICALLY CHECK THE TIGHTENINGS. INCORRECT
TIGHTENING MAY CAUSE MALFUNCTIONING OR BREAKAGE

DONOTDISASSEMBLE!
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SHIFTER INSTALLATION

IN THIS DRAWING YOU CAN SEE OUR SUGGESTED POSITION . TIGHTENING
OF THE TTS AND ITS LEVER, RELATIVE TO THE GRIP AND BAR ’ : TORQUE
YOU MAY CHANGE IT TO FIND YOUR BEST ERGONOMIC POSITION 6-7 Nm

9-11 mm -

around 8 mm (it depends on thumb lenght)




SHIFTER INSTALLATION

CHOOSE YOUR BETTER BRAKE POSITION ON
THE LEFT (LIKE IN THE PICTURE)
OR ON THE RIGHT OF THE SHIFTER CLAMP.

insert the cable here

after checking that the pulley

is in the first gear position

(rotate the lever clockwise till the stop)

THE SHIFTER BODY YOU CAN REMOVE connect the cable to the derailleur

HAS 2 MOUNTING THE SHIFTER CLAMP adjust tension with the knob K
M5 HOLES AND USE (unscrew to increase tension)
AMATCHMAKER
SRAM TYPE K /
I
SHIFTER USE

PUSH FORWARD TO
MOVE TO A BIGGER
SPROCKET

PUSH TO THE LEFT
TO MOVE TO A SMALLER
SPROCKET
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